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Brief description: 

B-UT25 valve bag auto weighing ultrasonic sealing bagging machine is an ultra-fine powder 
environmental protection special packaging machine designed for automatic sealing of valve 
powder packaging in dry powder mortar, putty powder, cement, chemical industry and other 
industries. The microcomputer system of this equipment is produced with industrial grade 
components and STM technology, which has the advantages of small size, strong function, high 
reliability, good adaptability, It integrates automatic weighing control, ultrasonic heat sealing, and 
automatic bag release. It has unique anti-interference ability and can be used for a long time in 
harsh environments.


Features: 

1. Fully automatic microcomputer control, intelligent identification, high sensitivity, stable 
performance, strong anti-interference ability and accurate weighing.


2. The new design, without shutters, weighing rods, steelyard weights, card wheels, card pins, 
tension springs and other mechanical weighing mechanisms, infinitely reduce wearing parts, 
not only reduce maintenance costs, but also improve production efficiency


3. Automatically realize the functions of packing bag compaction, automatic air return and 
exhaust, filling, loosening, ultrasonic heat sealing, closing and bag dropping, simple operation 
and durable for long term use.


4. Control by PLC touch screen, simple operation, convenient use, small size, fast packaging 
speed, high precision, no pollution, the ultrasonic heat sealing more stronger, preventing 
powder from overflowing.


5. Machine body is fully sealed and equipped with a dust removal port and air return port. The 
structure is reasonable and durable, which truly achieves environmentally friendly production 
and packaging.


Main parameters: 

Packing range 15-25kg

Packing speed 250-360bags/h

Accuracy ≤ 0.2-1%

Measurement style Hang sensor with import ultrasonic heat sealing technology

Using environment temperature -5℃～+40℃

Access in the dry air pressure 0.4~0.6Mpa

Power needed AC 380V, 3phase 4 wire

Machine dimensions 1140 (L) x 680 (W) x 1750 (H) mm

Machine gross weight 850kg
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